
INSTALLATION INSTRUCTIONS

MODEL NUMBER GUIDE LEVEL DOCUMENT STATUS

i Helpful Installation Note

This guide is provided for information and planning purposes. Product designs and installation requirements may
change over time. Before beginning installation, please review the instructions included with your product and
confirm that you are using the most current product-specific instructions. If there is any difference, follow the
current instructions supplied with the product.

Need help confirming the correct guide? Contact Rubber Mulch Outlet.

RubberMulchOutlet.com Call or text: (210) 512-9888

sales@RubberMulchOutlet.com

FT170 / FT170D / FT172D / FT172D-GV Goal Installation Instructions

Component / Configuration Reference

Multiple models - see master
index
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COMPONENT GUIDE



FT170, FT170D, FT172D, FT172D-GV 

 
Your First Team goal is designed to provide seasons of dependable 

service when properly installed. 

 

 

Installation: 
 

To install the rim you will need the following items. 
1. Ratchet w/ 9/16” socket 

2. 9/16” Wrench 
3. Level 

 
1. Remove the goal hardware from the hardware bag furnished with 

the goal.  Slide flatwashers over two of the hex head bolts and 

place the two hex head bolts through the top holes in the backplate 
of the rim with threaded ends protruding out the backside of the 

goal. 
 

2. Hold the bolts against the inside of the backplate while positioning 
the goal on the backboard.  Insert the bolts through the holes in 

the backboard, attach flatwashers, lockwashers and hex nuts.  
Finger tighten them for now. 

 
 

3. Insert bottom two hex head bolts with washers into place and 
finger tighten using flatwashers, lockwashers and hex nuts. 

 
4. Using your level, make sure the rim is level side to side.  Finish 

tightening all four nuts.  Tighten nuts evenly.  DO NOT 

OVERTIGHTEN NUTS!  If the lockwashers are compressed flat, the 
nuts are tight enough.  (Use 30 lbs. torque) 

 
5. Attach net. 
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