
INSTALLATION INSTRUCTIONS

MODEL NUMBER GUIDE LEVEL DOCUMENT STATUS

i Helpful Installation Note

This guide is provided for information and planning purposes. Product designs and installation requirements may
change over time. Before beginning installation, please review the instructions included with your product and
confirm that you are using the most current product-specific instructions. If there is any difference, follow the
current instructions supplied with the product.

Need help confirming the correct guide? Contact Rubber Mulch Outlet.

RubberMulchOutlet.com Call or text: (210) 512-9888

sales@RubberMulchOutlet.com

Fixed Height Stabilizer
Component / Configuration Reference

PV672DXFH Component / Configuration Customer Reference Copy

COMPONENT GUIDE



Fixed Height Stabilizer 

Installation 
Instructions 

Fixed Height Stabilizer Source page 1 of 2 | Source date: Not shown

Installation reference provided by Rubber Mulch Outlet (210) 512-9888 | sales@RubberMulchOutlet.com



            Stabilizer Installation 

Tools Required: 
 24mm wrench
 A second 24mm

wrench or adjustable
crescent wrench

A. Raise the Backboard so that 
the Hoop is at the desired 
height.  Carefully support the 
Backboard or the Main 
Extension Arm with a length 
of sturdy lumber or other 
suitable object. Make sure 
that the Arm is stable and the 
hoop is at the right height. 

B. Turn the Stabilizer to change 
its length until the distance 
(d) between the bolt sleeves 
matches the distance 
between the upper and 
lower Stabilizer 
connections.   

C. Connect the top of the 
Stabilizer to the Main 
Extension Arm and the 
bottom to the mounting 
bracket welded in the 
middle of the Goalpost 
with the hardware as 
shown. Note: make 
sure Nylon washers 
go between Stabilizer 
and Mounting 
Bracket. 

Δ WARNING Δ 
BECAUSE OF THE SIZE AND WEIGHT OF THIS SYSTEM, CAUTION IS 

REQUIRED FOR THE FOLLOWING STEPS 
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